
• Quad Core i7 4770 3.4GHz
• GeForce GTX 660 2GB 2 Output
• 8GB RAM, 1.0TB 7200rpm SATA Standard Hard Drive for System
• Windows 7 Pro x64, 24x DVD-RW
• Designed for SSM Console & VMS partner display module

Powered By:

The SRN-SENCMS-DSP is a video management console that puts your live and recorded video right at your finger tips. 
This full-fledged console has the ability to decode digital video on large scale video surveillance systems with ease. The 
SRN-SENCMS-DSP gives you the ability to take video streams from different locations making it easy to consolidate 
everything into a single command center. With features such as multi-site management, event popup, and integrated layer 
maps this Samsung video surveillance solution is the ideal choice for a video management system.

Built For Security

SRN-SENCMS-DSP
Central Video Management Display
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The Eco mark represents 
Samsung Techwin’s will to create 
environment-friendly products,and indicates 
that the product satisfies the EU RoHS Directive.

Design and specifications are subject to change without notice.
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Specifications
SRN-SENCMS-DSP

SYSTEM
Processor: 4th gen Intel® Core i7 4770 3.4GHz
Operating System Windows 7 Pro x 64
Chipset Intel® Z87 Express Chipset; Supports Turbo Boost Technology 2.0
Memory 8GB DDR3 1600/1333/1066 MHz; Supports Intel® Extreme Memory Profile (XMP)
Connectivity Realtek® 10/100/1000 Network Connection
Graphics GeForce GTX 660 2GB 2 Output

USB 2 x USB 3.0 connectors supprot additional 2 USB 3.0 Ports
4 x USB 2.0 connectors supprot additional 4 USB 2.0 Ports

Expandability Optional Raid 1(require addtional same hard drive)

Expansion Slots 6x SATA 6.0Gb/s connectors; 2 x PS/2
1 x Serial Header

Storage

1.0TB 7200rpm SATA Standard Hard Drive for System
Support for Raid 0, 1,5, 10; Intel® Rapid Start Technology
Intel® Dynamic Storage Accelerator; Intel® Smart Connect Technology
Intel® Smart Response Technology

Optical Drive 24x DVD-RW
MECHANICAL
Tower Name Mid Tower
Form Factor ATX
Power Supply 500W

Expansion Bay

4 x 5.25" External
1 x 3.5" External
3 x 3.5" Internal
0 x 2.5" Internal

Front Ports
2 x USB 2.0
1 x Audio
1 x MIC

Fan 1 x 92 mm
Dimensions (w x h x d) 17.25 x 16 x 17.5 in. / 184 x 406 x 445 mm

Recording Server Options

16CH 32CH 64CH 64CH-BR ENTERPRISE 64CH-BRS-ENTERPRISE

1TB SRN-16SEN-1TB

2TB SRN-16SEN-2TB SRN-32SEN-2TB

4TB SRN-16SEN-4TB SRN-32SEN-4TB

8TB SRN-32SEN-8TB SRN-64SEN-8TB SRN-64SEN-8TBR SRN-64SEN-8TBRS

12TB SRN-64SEN-12TB SRN-64SEN-12TBR SRN-64SEN-12TBRS

15TB SRN-64SEN-15TBR SRN-64SEN-15TBRS

24TB SRN-64SEN-24TBR SRN-64SEN-24TBRS

32TB SRN-64SEN-32TBR SRN-64SEN-32TBRS

4-BAY • • •
8-BAY • •
RAIDE 5 (Hardware Raid) • •
REDUNDANT POWER • •
ETHERNET PORT (Gigabit) 1 1 2 2 2

WINDOWS 7 PRO • • • •
WINDOWS 2008 SERVER •


